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1
ROTARY ACTUATOR

CROSS REFERENCE TO RELATED
APPLICATION

This application is based on and incorporates herein by
reference Japanese Patent Application No. 2012-032431 filed
on Feb. 17, 2012.

TECHNICAL FIELD

The present disclosure relates to a rotary actuator.

BACKGROUND

Conventionally, a rotary actuator used in, for example, a
drive portion of a shift-by-wire system is known. A rotary
actuator disclosed in Patent Document 1 (Japanese Patent No.
4560743 corresponding to US 2009/0189468) includes a
speed reduction portion having an internal gear and an exter-
nal gear. The internal gear is press-fitted to an inner wall of an
annular plate provided in a resin housing. Protrusions pro-
vided integrally with an outer wall of the internal gear are
inserted into recesses of an inner wall of the housing. The
housing has an attachment holes located at positions same as
positions of the recesses in a circumferential direction of the
housing.

In the rotary actuator disclosed in Patent Document 1, the
recesses and the attachment holes both of which can cause
stress concentration are same as each other in position in the
circumferential direction. Thus, stress applied on the housing
in the press-fitting of the internal gear concentrates on parts of
the housing where the recesses and the attachment holes are
located. Therefore, cracking may be generated at the parts of
the housing where the recesses and the attachment holes are
located. Moreover, if the cracking further extends, the hous-
ing may be broken.

SUMMARY

An objective of the present disclosure is to provide a rotary
actuator capable of restricting breakage of a housing thereof.

According to an aspect of the present disclosure, a rotary
actuator includes a motor, a rotation shaft, a rotation output
section, a housing portion, and an attachment member. The
rotation shaft is rotatably driven by the motor. The internal
gear incapable of rotating is provided on an outer side of the
rotation shaft in a radial direction of the rotation shaft. The
rotation output section is provided between the rotation shaft
and the internal gear in the radial direction to reduce a rotation
speed outputted from the rotation shaft and to output a power
in conjunction with the internal gear. The housing portion has
a cylindrical shape, and is fixed to the internal gear located on
aninner side of the housing portion in the radial direction. The
attachment member is integrated with an outer wall of the
housing portion. The internal gear has a protrusion protruding
from an outer wall of the internal gear, and the housing
portion has a recess into which the protrusion is inserted. The
attachment member has an attachment hole that is different
from the recess in position in a circumferential direction of
the housing portion.

The recess and the attachment hole, both of which can
cause stress concentration, are separated from each other in
the circumferential direction. Hence, a stress applied on the
housing portion in the fixation of the internal gear to the
housing portion can be dispersed in the circumferential direc-
tion without focusing on a local part of the housing portion.
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As a result, cracking of the housing portion due to stress
concentration can be restricted, and breakage of the housing
portion can be limited. The housing portion can be made to be
robust.

The rotation output section may include an eccentric shaft,
an external gear and an output member. The eccentric shaft
may be provided eccentrically with respect to a rotation axis
of the rotation shaft, and may rotate integrally with the rota-
tion shaft. The external gear may be supported rotatably by
the eccentric shaft, and the external gear engages with the
internal gear. The external gear may revolve around the rota-
tion axis of the rotation shaft with rotating on a rotation axis
of the eccentric shaft when the rotation shaft rotates. The
output member may be arranged coaxially with the rotation
shaft such that the rotation of the external gear is transmitted
to the output member.

Alternatively, the rotation output section may include a sun
gear, a planetary gear and a planetary carrier. The sun gear
may rotate integrally with the rotation shaft, and the planetary
gear engages with the internal gear and the sun gear. The
planetary gear may revolve around a rotation axis of the
rotation shaft with rotating when the rotation shaft rotates.
The planetary carrier may be arranged coaxially with the
rotation shaft, and the planetary carrier may support the plan-
etary gear rotatably such that the revolution of the planetary
gear is transmitted to the planetary carrier.

The rotary actuator may include a metallic collar fixed to an
inner wall of the attachment hole.

The attachment hole may be provided at three positions of
the housing portion and may be arranged at regular intervals
in the circumferential direction.

The internal gear may have a plurality of protrusions pro-
truding from the outer wall of the internal gear, and the
housing portion may have a plurality of recesses into which
the plurality of protrusions are inserted respectively. The
attachment holes may be different from the plurality of
recesses in position in the circumferential direction of the
housing portion.

BRIEF DESCRIPTION OF THE DRAWINGS

The disclosure, together with additional objectives, fea-
tures and advantages thereof, will be best understood from the
following description, the appended claims and the accom-
panying drawings, in which:

FIG.1is a sectional view showing a rotary actuator accord-
ing to a first embodiment of the present disclosure;

FIG. 2 is a view showing a front housing and a ring gear of
the rotary actuator viewed from an arrow Il in FIG. 1;

FIG. 3 is a view showing the front housing shown in FIG.
2;

FIG. 4 is a view showing the ring gear shown in FIG. 2;

FIG. 5 is a sectional view of the ring gear taken along a line
V-V of FIG. 4; and

FIG. 6 is a diagram showing a front housing and a ring gear
viewed from a rear housing of a rotary actuator according to
a second embodiment of the present disclosure.

DETAILED DESCRIPTION

Embodiments of the present disclosure will be described
hereinafter referring to drawings. In the embodiments, a part
that corresponds to a matter described in a preceding embodi-
ment may be assigned with the same reference numeral, and
redundant explanation for the part may be omitted. When
only a part of a configuration is described in an embodiment,
another preceding embodiment may be applied to the other
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parts of the configuration. The parts may be combined even if
it is not explicitly described that the parts can be combined.
The embodiments may be partially combined even if it is not
explicitly described that the embodiments can be combined,
provided there is no harm in the combination.

(First Embodiment)

A rotary actuator 10 of a first embodiment according to the
present disclosure will be described in reference to FIGS. 1 to
5. The rotary actuator 10 is used for a drive portion of a
shift-by-wire system for example. The rotary actuator 10
includes a housing 20, a motor 40, a speed reduction portion
60, an output member 70 and a rotary encoder 77.

The housing 20 includes a rear housing 21 and a front
housing 30. The rear housing 21 is made of resin, and the rear
housing 21 includes a cylindrical portion 22, a bottom portion
23, a connector portion 24 and three attachment portions 25.
The cylindrical portion 22 and the bottom portion 23 hold a
metallic plate 81 having a bottomed cylindrical shape, so that
the plate 81 extends into the cylindrical portion 22 and the
bottom portion 23 as shown in FIG. 1. The connector portion
24 holds therein a signal pin 26 for the rotary encoder 77, and
a non-shown power pin for the motor 40. The attachment
portions 25 are integrated with an outer wall of the cylindrical
portion 22. Each of the attachment portions 25 holds therein
an insertion nut 27 made of metal.

The front housing 30 is made of resin, and the front housing
30 includes a cylindrical portion 31, a bottom portion 32, an
output portion 33 and three attachment portions 34. The
cylindrical portion 31 is arranged coaxially with the cylindri-
cal portion 22 of the rear housing 21, and the cylindrical
portion 31 holds therein a metallic plate 82 such that the
metallic plate 82 extends into the cylindrical portion 31. The
bottom portion 32 closes an end portion of the cylindrical
portion 31 on its opposite side from the rear housing 21. The
output portion 33 has a cylindrical shape, and protrudes from
a center portion of the bottom portion 32 in an opposite
direction from where the rear housing 21 is. The output por-
tion 33 can be inserted into a casing of a non-shown automatic
transmission.

The attachment portions 34 are arranged respectively at
positions corresponding to the attachment portions 25, and
are integrated with an outer wall of the cylindrical portion 31.
Each of the attachment portions 34 has an attachment hole 35
that extends through the attachment portion 34 in an axial
direction of the cylindrical portion 31. The attachment holes
35 are located at regular intervals in a circumferential direc-
tion of the cylindrical portion 31 as shown in FIGS. 2 and 3.
Additionally, as shown in FIGS. 2 and 3, a part of an inner
wall of the attachment hole 35 on a most inner side in a radial
direction of the cylindrical portion 31 is located on an inner
side of an outer surface of the cylindrical portion 31 in the
radial direction of the cylindrical portion 31. An insertion
collar 37 made of metal is fixed to the inner wall of the
attachment hole 35.

The front housing 30 is fixed to the rear housing 21 by
using a screw 85. The screw 85 is inserted through the inser-
tion collar 37 to be fixed to the insertion nut 27. An inside of
the housing 20 is sealed off from outside by a sealing member
86 provided between an opening end surface of the front
housing 30 and an opening end surface of the rear housing 21.

The motor 40 is a three-phase brushless motor, and
includes a stator 41 and a rotor 48. The stator 41 includes a
stator core 42 and multiple coils 45. The stator core 42
includes a ring portion 43 fixed to a radially inner wall of the
plate 81, and multiple teeth portions 44 protruding from the
ring portion 43 radially inward. The teeth portions 44 are
provided at regular intervals in a circumferential direction of

20

25

40

45

55

4

the ring portion 43, and the number of the teeth portions 44 is
twelve for example. In the stator core 42, multiple annular
plates are stacked in their thickness direction.

The coils 45 include four U-phase coils, four V-phase coils
and four W-phase coils, and these coils are made of conduc-
tive wires wound around the teeth portions 44. These three
kinds of coils are arranged in the circumferential direction of
the ring portion 43 in an order: the U-phase coil, the V-phase
coil and the W-phase coil, such that two of the same kind of
coils are not adjacent to each other.

The coils 45 are electrically connected to a bus bar 57
provided on an inner wall of the bottom portion 23 of the rear
housing 21. The bus bar 57 includes a metallic thin plate, and
is electrically connected to the power pin for the motor 40.
The stator 41 generates a magnetic field revolving in a cir-
cumferential direction of the stator 41 by switching an ener-
gization of the U-phase coils, the V-phase coils and the
W-phase coils. The generated magnetic field causes the rotor
48 to rotate.

The rotor 48 is located on a radially inner side of the stator
41, and the rotor 48 includes a rotor shaft 49 and a rotor core
54. The rotor shaft 49 includes a one end portion 50 on its one
side in its axial direction, and the one end portion 50 is
rotatably supported by a rear bearing 59. The rotor shaft 49
further includes an other end portion 51 on the other side in its
axial direction, and the other end portion 51 is rotatably
supported by a front bearing 58. The one end portion 50 of the
rotor shaft 49 is located in the rear housing 21, and the other
end portion 51 of the rotor shaft 49 is located in the front
housing 30.

The rotor shaft 49 further includes a core fixation portion
52 and an eccentric portion 53 between the one end portion 50
and the other end portion 51. The core fixation portion 52 is
adjacent to the one end portion 50, and the eccentric portion
53 is adjacent to the other end portion 51. The one end portion
50, the core fixation portion 52 and the other end portion 51
are arranged coaxially with each other on a first shaft center
¢1 as shown in FIG. 1. The eccentric portion 53 is arranged on
a second shaft center ¢2 that is displaced from the first shaft
center ¢1. The one end portion 50, the core fixation portion 52
and the other end portion 51 may be used as an example of a
rotation shaft driven rotatably by the motor 40. The eccentric
portion 53 may be used as an example of an eccentric shaft
provided eccentrically with respect to the rotation shaft to
rotate integrally with the rotation shaft.

The rotor core 54 includes a boss portion 55 fixed to a
radially outer wall of the rotor shaft 49 by press-fitting for
example, and protrusion portions 56 that protrude from the
boss portion 55 radially outward. The number of the protru-
sion portions 56 is eight for example, and the protrusion
portions 56 are arranged at regular intervals in a circumfer-
ential direction of the rotor core 54. In the rotor core 54,
multiple annular plates are stacked in their thickness direc-
tion.

The speed reduction portion 60 is a kind of a planetary gear
device, and the speed reduction portion 60 includes a ring
gear 61 and an external gear 67. The ring gear 61 is located on
a radially outer side of the eccentric portion 53 of the rotor
shaft 49, and the ring gear 61 is coaxial with the core fixation
portion 52 of the rotor shaft 49. The ring gear 61 is press-fitted
to a radially inner wall of the plate 82 extending into and held
by the cylindrical portion 31 of the front housing 30.

The external gear 67 is located on a radially inner side of
the ring gear 61 to engage with the ring gear 61. The external
gear 67 is arranged coaxially with the eccentric portion 53 of
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the rotor shaft 49, and is rotatably supported by a middle
bearing 69 fixed to a radially outer wall of the eccentric
portion 53.

The external gear 67 has multiple torque-transmission pro-
jections 68 that protrude toward an opposite side from the
rotor core 54. The torque-transmission projections 68 are
arranged at regular intervals in a circumferential direction of
the external gear 67. The torque-transmission projections 68
and torque-transmission holes 73 described later function as
a rotation transmission portion that transmits rotation of the
external gear 67 to the output member 70.

The output member 70 includes a shaft portion 71 and a
flange portion 72. The shaft portion 71 is arranged coaxially
with the other end portion 51 of the rotor shaft 49, and is
rotatably supported by a bush 74. The bush 74 is fixed to a
radially inner wall of the output portion 33 of the front hous-
ing 30.

The front bearing 58 is provided on a radially inner wall of
the shaft portion 71 to be adjacent to the other end portion 51
of the rotor shaft 49. The radially inner wall of the shaft
portion 71 has internal teeth extending in an axial direction of
the shaft portion 71. The internal teeth are located on an outer
side of the front bearing 58 in the axial direction of the shaft
portion 71 to engage with an outer member to which power of
the rotary actuator 1 is to be transmitted. The internal teeth are
capable of connecting the output member 70 and the outer
member such that rotary motion can be transmitted therebe-
tween.

The flange portion 72 is connected to an end portion of the
shaft portion 71 to be adjacent to the external gear 67. The
flange portion 72 has the multiple torque-transmission holes
73 to which the torque-transmission projections 68 of the
external gear 67 are freely fitted. The torque-transmission
holes 73 are arranged at regular intervals in the circumferen-
tial direction of the output member 70. In the first embodi-
ment, at least the eccentric portion 53 of the rotor shaft 49, the
external gear 67 and the output member 70 may be used as an
example of a rotation output section described later. The
output member 70 may be arranged coaxially with the rota-
tion shaft so that the rotation of the external gear 67 is trans-
mitted to the output member 70.

The rotary encoder 77 includes a magnet 78, a Hall IC 79,
anon-shown Hall IC and a substrate 80. Hereinafter, when the
Hall IC 79 and the non-shown Hall IC are not distinguished
from each other, these are described simply as “Hall IC”.

The magnet 78 has an annular shape, and is a multipolar
magnet that has been magnetized such that north poles and
south poles are alternately arranged in its circumferential
direction. The magnet 78 is arranged coaxially with the rotor
core 54, and is fixed to an end portion of the rotor core 54 on
its side adjacent to the bottom portion 23 of the rear housing
21.

The substrate 80 is fixed to the inner wall of the bottom
portion 23 of the rear housing 21. The Hall IC is mounted on
the substrate 80. The Hall IC 79 is arranged to be displaced
from the non-shown Hall IC in the circumferential direction
of the magnet 78 by a predetermined angle.

The Hall IC includes a Hall element and a signal conver-
sion circuit. The Hall element is a conversion element that
coverts between electricity and magnetism by using the Hall
Effect. The Hall element outputs an electric signal that
changes in proportion to a magnetic flux density of a magnetic
field generated by the magnet 78. The signal conversion cir-
cuit converts the output signal of the Hall element to a digital
signal. The Hall IC outputs a pulse signal coincident with the
rotation of the rotor core 54.
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A pulse signal (A phase) outputted from the Hall IC 79 is
different from a pulse signal (B phase) output from the non-
shown Hall IC by a quarter of a period for example. These two
pulse signals are outputted from the signal pin 26 of the
connecter portion 24 to, for example, an encoder or an elec-
tronic control device having a function of an encoder, so that
the two pulse signals are used for detecting a rotation angle
and a rotation direction of the rotor core 54.

In the rotary actuator 10 described above, the rotor 48
rotates in one way of its circumferential direction when the
energization of the coil 45 is switched in this order, the
U-phase coil, the V-phase coil and the W-phase coil. The rotor
48 rotates in the other way of its circumferential direction
when the energization of the coil 45 is switched in this order,
the W-phase coil, the V-phase coil and the U-phase coil. The
rotor 48 rotates by 45° at each cycle of the energization
switching of the three kinds of coils.

When the rotor 48 rotates, the external gear 67 rotates on a
rotation axis of the eccentric portion 53 of the rotor shaft 49,
and moves along inner teeth of the ring gear 61, while the
external gear 67 revolve around a rotation axis of the core
fixation portion 52. A rotation speed of the external gear 67 is
adjusted to be lower than a rotation speed of the rotor shatt 49
by the speed reduction portion 60. When the external gear 67
rotates, the torque-transmission projections 68 and the
torque-transmission holes 73 transfer the rotation motion of
the external gear 67 to the output member 70. In other words,
the rotation output section reduces a rotation speed outputted
from the rotor shaft 49 and outputs a power in conjunction
with the ring gear 61.

The front housing 30 and the ring gear 61 will be described
below. An inner wall of the cylindrical portion 31 of the front
housing 30 has six recesses 36 provided at regular intervals in
the circumferential direction of the cylindrical portion 31.
The recesses 36 are positioned on a radially inner side of the
plate 82 as shown in FIG. 1, and are located at positions
different from positions of the attachment holes 35 in the
circumferential direction of the front housing 30 as shown in
FIGS. 2 and 3.

The annular plate 82 held by the cylindrical portion 31 has
six recesses 83 located at positions corresponding to the posi-
tions of the recesses 36 of the front housing 31 in the circum-
ferential direction. Similarly to the recesses 36 of the front
housing 31, the recesses 83 of the plate 82 are different from
the attachment holes 35 of the attachment portions 34 in
position in the circumferential direction.

The ring gear 61 includes a cylindrical portion 62, an inner
teeth portion 63 and protrusions 64 as shown in FIGS. 2 and
4. The cylindrical portion 62 has a cylindrical shape, and has
six fixation outer surfaces 65 that are provided on a radially
outer periphery of the cylindrical portion 62 to be separated
from one another in the circumferential direction of the ring
gear 61. The fixation outer surfaces 65 are located on an
imaginary cylindrical surface drawn by using the shaft center
¢1 as a center. Three of the fixation outer surfaces 65, which
are arranged at regular intervals in the circumferential direc-
tion, are approximately same as the three attachment portions
34 in position in the circumferential direction.

The inner teeth portion 63 extends from an end portion of
the cylindrical potion 62 radially inward as shown in FIG. 5,
and has multiple internal teeth arranged circularly with
respect to the shaft center ¢1 on a radially-inner end part of the
inner teeth portion 63. The cylindrical portion 62 and the
inner teeth portion 63 of the ring gear 61 may be used as an
example of an internal gear. The internal gear is incapable of
rotating, and is provided on an outer side of the rotation shaft
in a radial direction of the rotation shaft.
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As showninFIGS. 2,4 and 5, the protrusions 64 are located
at positions different from the positions of the fixation outer
surfaces 65 in the circumferential direction of the ring gear 61
to be integrated with the cylindrical portion 62. In other
words, the protrusions 64 extend from the cylindrical portion
62 radially outward, and are located at regular intervals in the
circumferential direction. The number of the protrusions 64 is
six. The fixation outer surface 65 of the cylindrical portion 62
of'the ring gear 61 is press-fitted to a fixation inner surface 84
of the plate 82 such that the protrusions 64 are inserted into
the recesses 36, 83. The protrusions 64 may be integrated with
an outer wall of the internal gear. The cylindrical portion 31
and the metallic plate 82 may be used as an example of a
housing portion to which the internal gear is fixed. The hous-
ing portion may have a cylindrical shape and have the
recesses 36 into which the protrusions 64 are inserted. The
attachment portions 34 may be used as an example of an
attachment member integrated with an outer wall of the hous-
ing portion. The attachment member may have the attachment
hole 35 that is different from the recess 36 in position in a
circumferential direction of the housing portion. The external
gear 67 may be supported rotatably by the eccentric shaft, and
the external gear 67 engages with the internal gear to revolve
around a rotation axis of the rotation shaft with rotating on a
rotation axis of the eccentric shaft when the rotation shaft
rotates.

As described above, in the rotary actuator 10 of the first
embodiment, the positions of the recesses 36 of the cylindri-
cal portion 31 of the front housing 30 are different from the
positions of the attachment holes 35 of the attachment por-
tions 34 in the circumferential direction of the front housing
30. In other words, the recesses 36 and the attachment holes
35, both of which can cause stress concentration, are sepa-
rated from each other in the circumferential direction. Hence,
a stress applied on the front housing 30 in the press-fitting of
the ring gear 61 can be dispersed in the circumferential direc-
tion without focusing on a local part of the front housing 30.
As a result, cracking of the front housing 30 due to stress
concentration can be restricted, and breakage of the front
housing 30 can be limited. The front housing 30 can be made
to be robust.

Moreover, because the recesses 36 and the attachment
holes 35 are spaced from each other, molding resin is capable
of flowing around the recesses 36 and the attachment holes 35
smoothly in a mold in molding of the front housing 30.
Consequently, a joint strength of a weld part of the front
housing 30 can be increased.

In the first embodiment, the three fixation outer surfaces 65
of the ring gear 61 are arranged at regular intervals in the
circumferential direction, and are located at the positions
approximately same in the circumferential direction as the
positions of the attachment portions 34 having a relatively
large thickness. Thus, the ring gear 61 can be deformed uni-
formly in its circumferential direction in the press-fitting of
the ring gear 61 to the front housing 30, and a dimension
accuracy of the ring gear 61 can be thereby improved. There-
fore, an efficiency and a retaining force of the ring gear 61 can
be increased.

Inthe first embodiment, the metallic insert collar 37 is fixed
to the inner wall of the attachment hole 35 of the attachment
portion 34. Even in this case, parts of the front housing 30
located on a radially inner side of the insert collars 37 can be
thick because the recesses 36 and the attachment holes 35 are
spaced from each other in the circumferential direction.
Therefore, the breakage of the front housing 30 can be
restricted.
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In the first embodiment, the three attachment holes 35 are
provided at regular intervals in the circumferential direction.
Thus, the stress applied to the front housing 30 in the press-
fitting of the ring gear 61 to the front housing 30 can be
dispersed in the circumferential direction.

(Second Embodiment)

A rotary actuator 90 according to a second embodiment of
the present disclosure will be described referring to FIG. 6. As
shown in FIG. 6, a rotation output section the rotary actuator
90 is different from the rotation output section of the rotary
actuator 10 of the first embodiment. The rotation output sec-
tion of the rotary actuator 90 includes a sun gear 92, a plan-
etary gear 93 and a planetary carrier 94.

The sun gear 92 rotates integrally with a rotor shaft 95. The
planetary gear 93 engages with a ring gear 61 and the sun gear
92. When the rotor shaft 95 rotates, the planetary gear 93
revolves around a rotation axis of the rotor shaft 95 with
rotating. The planetary carrier 94 is coaxial with the rotor
shaft 95 to support the planetary gear 93 rotatably. The revolv-
ing motion of the planetary gear 93 is transmitted to the
planetary carrier 94 so that the planetary carrier 94 rotates.
The rotor shaft 95 may be used as an example of the rotation
shaft.

The rotation output section of the second embodiment is
different from the rotation output section of the first embodi-
ment as described above, but the ring gear 61 and the front
housing 30 are same between the first and second embodi-
ments. Thus, similar effects to the first embodiment can be
obtained in the second embodiment.

Although the present disclosure has been fully described in
connection with the preferred embodiments thereof with ref-
erence to the accompanying drawings, it is to be noted that
various changes and modifications described below will
become apparent to those skilled in the art. The ring gear 61
may be fixed to the inner wall of the front housing 30 by a
method other than press-fitting. The plate 82 may not be
provided and extend into the cylindrical portion 31 of the
front housing 30, and, in this case, the ring gear 61 may be
press-fitted to the cylindrical portion 31 of the front housing
30 directly. The insert collars 37 may not be provided and
extend into the attachment holes 35 ofthe attachment portions
34 of the front housing 30.

The front housing 30 may be made of a material other than
resin. For example, the front housing 30 may be made of
aluminum. The number of protrusions 64 provided integrally
with the outer wall of the ring gear 61 is not limited to six, and
may be more or less than six. The protrusions 64 may not be
arranged at regular intervals in the circumferential direction.
The number of recesses 36 of the inner wall of the cylindrical
portion 31 of the front housing 30 is not limited to six, and
may be more or less than six. The recesses 36 may not be
arranged at regular intervals in the circumferential direction.

The number of the attachment holes 35 of the attachment
portions 34 of the front housing 30 is not limited to three, and
may be more or less than three. The attachment holes 35 may
not be arranged at regular intervals in the circumferential
direction. The attachment portion 34 of the front housing 30
may be formed in a flange-like shape, and may have multiple
attachment holes.

In stead of the planetary gear device including the ring gear
61 and the rotation output section, another planetary gear
device including the ring gear 61 may be provided. In the first
and second embodiments, the ring gear 61 includes the inner
teeth portion 63 extending from the end portion of the cylin-
drical portion 62 radially inward and having the multiple
internal teeth on the radially-inner end part of the inner teeth
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portion 63. Alternatively, the internal teeth may be integrated
with the inner wall of the cylindrical portion 62.

A whole part of the radially outer periphery of the cylin-
drical portion 62 other than a part where the protrusions 64 are
provided may be used as the fixation outer surface 65. The
number of the fixation outer surfaces 65 of the ring gear 61
provided between adjacent two protrusions 64 may not be one
necessarily. The front housing 30 may be separated into three
parts or more in its axial direction.

Instead of the motor 40, another type motor that can func-
tion as a power source outputting a torque may be used. The
rotary actuator may be used in a device other than a shift-by-
wire system of a vehicle. The present disclosure is not limited
to the above-described embodiments, and is feasible in vari-
ous embodiments without departing from the scope of the
present disclosure.

Additional advantages and modifications will readily
occur to those skilled in the art. The disclosure in its broader
terms is therefore not limited to the specific details, represen-
tative apparatus, and illustrative examples shown and
described.

What is claimed is:

1. A rotary actuator comprising:

a motor;

a rotation shaft rotatably driven by the motor;

an internal gear incapable of rotating, provided on an outer
side of the rotation shaft in a radial direction of the
rotation shatft;

a rotation output section provided between the rotation
shaft and the internal gear in the radial direction to
reduce a rotation speed outputted from the rotation shaft
and to output a power in conjunction with the internal
gear;

a housing portion having a cylindrical shape, and fixed to
the internal gear located on an inner side of the housing
portion in the radial direction; and

an attachment member integrated with an outer wall of the
housing portion, wherein

the internal gear has a protrusion protruding from an outer
wall of the internal gear,

the housing portion has a recess into which the protrusion
is inserted,

the attachment member has an attachment hole that is
different from the recess in position in a circumferential
direction of the housing portion,
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the attachment hole is separated from the recess in the

circumferential direction, and

the housing portion does not have a recess that overlaps the

attachment hole in the radial direction and into which the
protrusion is inserted.

2. The rotary actuator according to claim 1, wherein

the rotation output section includes:

an eccentric shaft provided eccentrically with respect to a

rotation axis of the rotation shaft, and rotating integrally
with the rotation shaft;

an external gear supported rotatably by the eccentric shaft,

the external gear engaging with the internal gear to
revolve around the rotation axis of the rotation shaft with
rotating on a rotation axis of the eccentric shaft when the
rotation shaft rotates; and

an output member arranged coaxially with the rotation

shaft such that the rotation of the external gear is trans-
mitted to the output member.

3. The rotary actuator according to claim 1, wherein

the rotation output section includes:

a sun gear which rotates integrally with the rotation shatft;

aplanetary gear engaging with the internal gear and the sun

gear to revolve around a rotation axis of the rotation shaft
with rotating when the rotation shaft rotates; and

a planetary carrier arranged coaxially with the rotation

shaft, the planetary carrier supporting the planetary gear
rotatably such that the revolution of the planetary gear is
transmitted to the planetary carrier.

4. The rotary actuator according to claim 1, further com-
prising a metallic collar fixed to an inner wall of the attach-
ment hole.

5. The rotary actuator according to claim 1, wherein the
attachment hole is provided at three positions of the housing
portion and arranged at regular intervals in the circumferen-
tial direction.

6. The rotary actuator according to claim 5, wherein

the internal gear has a plurality of protrusions protruding

from the outer wall of the internal gear,
the housing portion has a plurality of recesses into which
the plurality of protrusions are inserted respectively, and

the attachment holes are different from the plurality of
recesses in position in the circumferential direction of
the housing portion.
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